Midwest Energy Transmission Planning Criteria
Midwest Energy adheres to the criteria established by the Southwest Power Pool (SPP).  A copy of these criteria can be obtained by contacting SPP at:
Southwest Power Pool, Inc.

415 North McKinley
#140 Plaza West

Little Rock, Arkansas  72205
Phone: (501) 614-3200
Fax: (501) 664-9553
Pursuant to SPP Criteria 3.4 dated January 27, 2009, the following details apply to Midwest Energy transmission facilities.
Voltage Limits
Under normal system conditions, voltage must be maintained between 0.95 and 1.05 p.u. of nominal bus voltage.  For N-1 contingency situations, bus voltages must be maintained between 0.90 and 1.05 p.u. for load serving buses with nominal voltage of 60 kV or above.
Thermal Limits
Normal and emergency transmission line ratings are determined based on conductor temperatures of 85C and 100C respectively.  Both normal and emergency ratings may be limited due to conductor to ground clearances and terminal equipment ratings.

All transformer ratings are based on the nameplate equipment rating provided by the manufacturer.  Normal transformer ratings are based on the OFAF nameplate rating with a 55C temperature rise.  Emergency ratings are based on the OFAF nameplate rating with a 65C temperature rise.

Additional detail related to facility ratings can be found in the Midwest Energy Facility Ratings Document.  This document can be obtained by contacting Midwest Energy at:

Midwest Energy, Inc.
1330 Canterbury Road
P.O. Box 898

Hays, Kansas 67601
Phone: (785) 625-3437
Fax: (785) 625-1487
